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(57) ABSTRACT

Assisting users with controlling, navigating and performing
any number of other operations for a secure storage apparatus
is contemplated. The assistance may be in the form of easily
navigable instructions/menus/screen and/or printed instruc-
tions, which may be optionally tailored to the particular
operation contemplated for performance.
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Insert cash in stacks of up to 25 bank notes,
When you are finished depositing, touch the
‘Deposit Complete’ button.
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1
SECURE STORAGE APPARATUS

TECHNICAL FIELD

The present invention relates to secure storage apparatuses,
such as but not necessarily limited to safes, vending machines
and video gaming machines.

BACKGROUND

Safes, vending machines, video gaming units and other
devices may receive bank notes, coins, paper money or other
valuables for safekeeping. More and more of theses secure
storage apparatuses are being manufactured with various
electronically controllable operations. U.S. Pat. Nos. 5,918,
720 and 7,063,252 and U.S. patent application Ser. Nos.
13/248,000 and 13/752,686, the disclosures of which are
hereby incorporated by reference in their entireties, describe
safes having such electronically controllable operations,
amongst others. Users of such devices may experience diffi-
culties in performing, controlling or otherwise manipulating
the electronically controllable operations. Accordingly, one
non-limiting aspect of the present invention contemplates
providing such users with help instructions and/or other infor-
mation sufficient to provide assistance when attempting to
engage the electronically controllable operations.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a secure storage apparatus in accordance
with non-limiting aspect of the present invention.

FIG. 2 illustrates an interior storage location of the secure
storage apparatus as contemplated by one non-limiting aspect
of the present invention.

FIG. 3 illustrates an HMI displaying a home screen within
a graphical user interface (GUI) in accordance with one non-
limiting aspect of the present invention.

FIG. 4 illustrates the HMI displaying a deposit screen
within the GUT in accordance with one non-limiting aspect of
the present invention.

FIG. 5 illustrates the HMI displaying a help screen within
the GUI in accordance with one non-limiting aspect of the
present invention.

FIGS. 6-7 illustrate the GUI scrolling through the help
instructions in accordance with one non-limiting aspect the
present invention.

FIG. 8 illustrates a help receipt in accordance with non-
limiting aspect of the present invention.

FIG. 9 illustrates a flowchart for a method of controlling a
secure storage apparatus in accordance with one non-limiting
aspect of the present invention.

DETAILED DESCRIPTION

Asrequired, detailed embodiments of the present invention
are disclosed herein; however, it is to be understood that the
disclosed embodiments are merely exemplary of the inven-
tion that may be embodied in various and alternative forms.
The figures are not necessarily to scale; some features may be
exaggerated or minimized to show details of particular com-
ponents. Therefore, specific structural and functional details
disclosed herein are not to be interpreted as limiting, but
merely as a representative basis for teaching one skilled in the
art to variously employ the present invention.

FIG. 1 illustrates a secure storage apparatus 10 in accor-
dance with non-limiting aspect of the present invention. The
secure storage apparatus 10 corresponds with that described
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in U.S. patent application Ser. No. 13/752,686 and may be
configured to facilitate safekeeping of deposits, such as but
not necessarily limited to deposits in the form of coins, paper
currency, bills, documents, letters, boxes or other items that
may be electro-mechanically delivered through an exterior
input for safekeeping within an interior storage location. The
secure storage apparatus 10 is predominately described with
respect to being configured as a safe having a sorter 12 con-
figured as a bill validator operable to receive and process
paper currency for safekeeping. FIG. 2 illustrates an interior
storage location 14 of the secure storage apparatus 10 as
contemplated by one non-limiting aspect of the present inven-
tion. The interior storage location 14 is shown to include a
first cassette 16 and a second cassette 18 operable with a first
head 20 and a second head 22 of the bill validator 12 to
facilitate processing and safe storage of paper currency. The
secure storage apparatus 10 may be configured to facilitate
servicing of the bill validator 12 while maintaining security of
the currency kept within the first and second storage cassettes
16, 18.

The apparatus 10 may include a shutter 24 mounted or
otherwise affixed to a door 24 to permit servicing of the bill
validator 12 while maintaining security of the stored items.
The shutter 22 may be movable positionable relative to a first
opening 26 in a substantially enclosed housing 28 forming a
body of the apparatus 10. The first opening 26 may be suffi-
ciently shaped within a side of the housing 28 to permit
removal of the bill validator 12, one or more of the bill
validator heads 20, 22 or other component of the validator 12,
therethrough. The door 24 may be movable positioned rela-
tive to a second opening 30 in the side of the housing 28. The
second opening 30 may be shaped to permit removal of the
cassettes 16, 18 or other storage container configured to
receive the deposit therethrough. The shutter 22 may be mov-
able positioned between a closed position and an opened
position to respectively prevent and permit removal of the bill
validator. The door may be movable between a closed posi-
tion (see FIG. 1) and an opened position (see FIG. 2) to
respectively prevent and permit removal of the storage cas-
sette 16, 18. The shutter 22 may be configured in accordance
with the present invention to permit removal of the bill vali-
dator 12 while the door 24 is in the closed position, thereby
enabling servicing of the bill validator 12 without compro-
mising security of the deposited items.

A door lock 34 may be included to lock the door 24 to the
housing independently of a shutter lock 36. (While shown on
the door, the door lock need not be included on the door may
and may be positioned elsewhere to secure the door when in
the closed position.) Like the shutter lock 36, the door lock 34
may be an electronically operable lock operable between a
locked state and an unlocked state in response to messages
and/or electronic signal. The door lock 34 is shown to include
two bars that extend into a wall of the housing 28 when in the
locked state to lock the door 24 in the closed position and that
retract when in the unlocked state to permit opening of the
door 24. The door lock 34 may be separately controllable
from the shutter lock 44 such that individuals having capa-
bilities may to open the shutter 22 may not necessarily have
capabilities to open the door 24. A human-machine interface
(HMI), touch-screen, display or other interface 40 (see FIG.
1) may be included to facilitate electronically controlling
various operations of the safe, including but not limited to the
shutter lock 36 and/or the door lock 34, such as through user
inputs thereto. A card reader 42 may also be included to read
asecure card or magnetic strip configured to facilitate input of
a code or other identifier needed to control one or both of the
locks. The HMI 40 and/or card reader 42 may be housed
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below a top side of the housing 28 within a cavity 44. A
pull-out tray 46 may be extended to position the HMI 40
and/or card reader 42 outboard of the housing 28.

The HMI 40 may include a network interface (not shown)
sufficient to facilitate remote control and networking of the
apparatus 10 and the housing 28 may be enclosed in a sleeve
(not shown), such as in the manner described in U.S. patent
application Ser. No. 13/648,503, the disclosure of which is
hereby incorporated by reference in its entirety, and the appli-
cations and patents noted above. A switch 48 may be included
to facilitate electronically controlling the shutter lock 44. The
switch 48 may be a magnetic switch operable to indicate
whether the shutter 22 is in one of the closed position and the
opened position depending on whether a first magnet
mounted to the shutter 22 is aligned with a second magnet
mounted to the door 24. The magnetic switch 48 may be
configured to facilitate closing a circuit to indicate the shutter
22 being in the opened position when the first magnet aligns
with the second magnet and to facilitate breaking the circuit to
indicate the shutter 22 being in the closed position when the
first magnet is misaligned with the second magnet. While not
shown, wires may extend from the shutter lock 36, the door
lock 34 and/or the switch 48 to facilitate electronic commu-
nications therewith and/or these components may include
wireless communication capabilities. A printer 50, such as
but not necessarily limited to a thermal printer, may be con-
figured, such as with a printing element and a paper feed
system, to facilitate printing receipts 52. The printer 50 is
shown to be on the face the pullout tray but may be positioned
elsewhere, such as on a top of the tray next to the HMI 40 in
order to provide a closer proximately and ease of use when
interacting therewith.

FIG. 3 illustrates the HMI displaying a home screen 60
within a graphical user interface (GUI) in accordance with
one non-limiting aspect of the present invention. The home
screen 60 may be a default menu or other interface displayed
to facilitate user interactions with the safe. The home screen
is shown to be displayed within the HMI in order to enable a
user proximate to the safe to control safe operations. The
home screen may be replicated and/or accessed remotely,
such as through a web portal/page having capabilities suffi-
cient to implement remote control or network-based manipu-
lation of the safe. While not shown, a log-in screen, keypad or
other security measure may be displayed prior to displaying
the home screen 60 in order to authenticate a user, e.g., as a
function of credentials, a key card, combination input, finger-
print, etc. a plurality of user selectable. The home screen 60 is
shown to include a plurality of user selectable icons associ-
ated with various operating capabilities of the safe. The icons
are shown to include a deposit icon, a reports icon, a settings
icon, an admin icon, a perform end-of-day icon, a content
removal icon (e.g., door control icon), a change delivery icon,
a maintenance icon, a change order icon, a manage users icon
and an exit icon.

The home screen icons may be selected by the user to
facilitate controlling, manipulating, engaging or otherwise
instigating corresponding safe operations. The deposit icon
may be selected to facilitate depositing items within the safe,
such as by preparing the bill validator to deposit bank notes,
preparing a coin deposit (not shown) to accept coins, to open
the safe door for depositing larger items and/or to facilitate
depositing other items. The reports icon may be selected to
facilitate generating reports, such as publishing reports over
the network interface, directing the printer to print a particular
report, etc. The settings icon may be selected to access various
settings of the safe. The admin icon may be selected to access
administrative settings of the safe. The perform end-of-day
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icon may be selected to publish/print daily reports. The con-
tent removal icon may be selected to facilitate removing items
from the safe, such as by unlocking the door, controlling the
validator or other electro-mechanical element to eject con-
tents. The change delivery icon may be selected to change a
delivery schedule or time when security personal retrieve safe
contents for transport and/or perform another operation. The
maintenance icon may be selected to perform maintenance
related operations, such as facilitating repair of the bill vali-
dator. The change order icon may be selected to change an
order. The manage user icon may be selected to facilitate
management related controls.

FIG. 4 illustrates the HMI displaying a deposit screen 62
within the GUT in accordance with one non-limiting aspect of
the present invention. The deposit screen 62 is shown to
include a plurality of deposit instructions 64 associated with
depositing items within the safe, such as but not limited to the
depositing bank notes using the bill validator. The deposit
instructions 64 are shown to convey a size limit of the bank
notes that may be deposited at one time and activities of the
user to be implemented following a corresponding deposit.
The deposit screen 62 may be representative of other screens
that would appear following selection of the other icons illus-
trated in the home screen, i.e., selection of the other icons may
result in display of additional screens having instructions
associated with operations of the other icons shown it the
home screen 60. Of course, the present invention is not nec-
essarily limited to the additional screens displaying corre-
sponding instructions and instead may display other screens,
interfaces, menus, buttons, etc. to facilitate implementing
virtually any number of other controls and/or operations. The
deposit screen 62 is also shown to include deposit information
66 regarding deposits previously made, a time associated
with a current deposit, a percentage of room left within the
safe for additional deposits, etc. a home icon or main menu
icon may be included and selected to return the GUI to the
home screen, a main menu (not shown) or other screen.

The deposit screen 62 may include a help icon 70. The help
icon 70 may be selected for providing the user with help
instructions and/or other information sufficient to provide
assistance to users when attempting to engage the safe to
perform the deposit operations instigated with selection of the
depositicon. One non-limiting aspect of the present invention
contemplates providing the help icon 70 within one or more
of the screens accessible following selection of one of the
icons illustrated within the home screen 60. This use of the
help icon 70 may be beneficial in providing additional
instructions to the user in order to facilitate controlling safe
operations, particularly when such a user may experience
difficulties in performing, controlling or otherwise manipu-
lating the electronically controllable operations. While the
present invention is predominant described with respect to
electronically controlling operations of the safe, as noted
above, the present invention is not necessary so limited and
fully contemplates its use and application in facilitating safe-
keeping of items stored within devices other than a safe. The
help icon 70 may be included within screens, menus or other
interfaces used with such other devices in order to facilitate
providing information sufficient to assist a user when
attempting to engage operations particular to such other
devices.

FIG. 5 illustrates the HMI displaying a help screen 72
within the GUT in accordance with one non-limiting aspect of
the present invention. The help screen 72 is shown to corre-
spond with information displayed following selection of the
help icon 70 within the deposit screen. The help screen 72 is
shown to include help instructions 74 associated with assist-
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ing the user in performing operations related to undertaking
the deposit operation. Other help instructions may be simi-
larly displayed for the other safe operations and/or screens
displayed for the other icons illustrated in the home screen
following selection of the corresponding help icon. The help
screen 72 may include a cancel icon for exiting the help
screen 72, such as by returning to the previous screen, i.e., the
deposit screen 62, and/or returning to the home screen 60 or
other pre-set screen/menu. The help screen 72 may include an
up icon 78 and a down icon 80 or other navigational icon/
feature to facilitate scrolling through the help instructions. As
shown, only a portion of the help instructions 74 initially
displayed within the HMI such that a remainder of the help
instructions requires the user to engage one of the naviga-
tional icons 78, 80. The partial display of the help instructions
74 may result from on a length of the help instructions, a text
size, etc., exceeding a display size of the HMI.

FIGS. 6-7 illustrate the GUI scrolling through the help
instructions 74 in accordance with one non-limiting aspect
the present invention. FIG. 6 illustrates an additional portion
of the help instructions 74 following user selection of the
down icon 80 from the help screen 72 of FIG. 5, i.e., a portion
of the help instructions not initially displayed. FIG. 7 illus-
trates yet an additional portion of help instructions 74 follow-
ing user selection of the down icon 80 from the help screen 72
shown within FIG. 6. The user may at any time actuate the up
icon 78 in order to return to one of the previously displayed
portions of the help instructions 74, thereby enabling the user
to navigate the help instructions 74 to find instructions rel-
evant to a particular sequence in the operation and/or to
review complex or easily misunderstood aspects of perform-
ing the desired safe operation. As evidenced by the need to
facilitate scrolling through or displaying additional portions
of the help instructions 74, the user may be required to take
notes or remember long passages of instructions in order to
perform the desired operation. This can be problematic, par-
ticularly when the help instructions 74 direct the user to select
particular menus, buttons, etc. within more than one screen
associated performing the desired operations, i.e., the user
may be required to perform a sequence of inputs and/or to
navigate across/through multiple screens, displays, menus,
etc.

FIG. 8 illustrates a help receipt 84 that may be used in
accordance with non-limiting aspect of the present invention
to assist the user in performing the operation associated with
the help instructions 74. The help screens 72 (e.g., FIGS. 5-7)
may include a user selectable print icon 86, menu, button or
other feature sufficient to facilitate generating the help receipt
84. The print icon 86 may be selected from within one of the
help screens 72 to facilitate printing all or a portion of the
associated help instructions 74. In this manner, the user may
easily facilitate printing the help instructions from various
help screens 72 without having to navigate away from the
help instructions intended 74 to be printed. The print icon 86
may direct the printer 50, a processor (not shown), a control-
ler (not shown) or other feature of the safe 10 to facilitate
printing the help receipt 84. The help receipt 84 may include
a replication or copy of the help instructions of the screen
from which it was selected, optionally all of the help instruc-
tions 74, including the portion of the help instructions not
initially displayed with the help screen, may be replicated
within the help receipt. The illustrated help receipt 84 is
shown to be slightly narrower than the help screen 72, such as
but not limited to be less than three inches wide, and to
including formatting mirroring that shown for the corre-
sponding help instructions 74. Optionally, the help receipt 84
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may include a resolution (dots per inch (dpi)) less than that of
the help screen 72 depending on the printing capabilities of
the printer 50.

FIG. 9 illustrates a flowchart 90 for a method of controlling
a secure storage apparatus in accordance with one non-limit-
ing aspect of the present invention. The secure storage appa-
ratus is described for exemplary non-limiting purposes with
respect to being a safe similar to the safe described above and
applies equally to any type of secure storage system, includ-
ing vending machines and video gaming machines. The
method may be embodied completely and/or partially within
a computer-readable medium having non-transitory instruc-
tions, operable with the processor of the safe or other device
configured to facilitate control and operation thereof, to
facilitate the processes contemplated herein. The method
contemplates facilitating user control of the safe by providing
a means for assisting users in navigating interfaces, menus,
screens, displays, GUIs, etc. used to facilitate receiving user
input associated with implementing related controls. The
means for may comprise one or more of an algorithm, a
processor, a computer program product, an application, a
software construct, an application program interface (API), a
messaging scheme/protocol, a network or remote control fea-
ture and/or other devices and logically executing elements
having capabilities sufficient to facilitate controlling the safe
and/or facilitating communications with a user attempting to
control the safe.

Block 92 relates to displaying a home screen or other main
menu within an HMI or other user interface associated with
the safe. The home screen may be displayed in the manner
described above with respect to the GUI or through a mobile
phone, a webpage or other interface sufficient to facilitate
interfacing user inputs with the safe. The home screen may
include a plurality of icons, menus or other feature sufficient
to facilitate providing an initial starting point for the user to
begin navigating to controllable features of the safe. Blocks
94, 96 relate to displaying an operational screen (e.g., deposit
screen) and a help icon within the corresponding operational
screen. The operational screen may be associated with
describing operations or providing other information regard-
ing one or more option selected from the home screen, e.g., a
first operational screen may be displayed in response to selec-
tion of a first icon within the home screen and a second,
different operational screen may be displayed in response to
selection of a second icon within the home screen. One non-
limiting aspect of the present invention contemplates assist-
ing a user in performing the operations displayed within the
operational screen(s) by providing a help icon therein. While
the help icon is shown above to be omitted from the home
screen since it may be unlikely for the user to require assis-
tance, particularly assistance directed towards controlling
operations of the safe, for the home screen, the present inven-
tion is not necessarily so limited and fully contemplates dis-
playing a help icon within the home screen and providing the
assistance described herein with respect to such a help icon.

Blocks 98, 100 relate to determining user selection of the
help icon and corresponding display of a related help screen.
The help screen may display help instructions related to the
operational screen displayed during selection of the corre-
sponding help icon. The help instructions, thereby, may be
varied depending on the screen preceding this display.
Depending on a length of the help instructions, the help
screen may be displayed with one or more navigational fea-
tures sufficient to enable the user to navigate/scroll through
the instructions. Blocks 102, 104 relate to determining
whether a print icon displayed within the help screen is
selected and correspondingly printing a help receipt. Selec-
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tion of the print icon may direct the printer to print a copy of
the help instructions associated with the help screen from
watched the print icon was selected. The help receipt may be
beneficial in providing a shortened summary (may be a pre-
defined portion of the help instructions or shortened summary
not previously displayed, e.g., title headings appear in line
with reference numerals associated with the steps described
in the help instructions—omitting the more detail descrip-
tions of the steps appearing below) and/or an entire recitation
of the help instructions that may be of assistance to the user
navigating the various screens and/or menus associated with
implementing the corresponding operational control of the
safe.

Following printing of the help receipt, the home screen
may be automatically displayed and/or the preceding screen
may be automatically re-displayed. Block 106 relates to the
preceding help screen being automatically re-displayed, and
thereafter, assessing whether the user has requested to return
to the home screen or to continue viewing the help screen. In
the event the help receipt is a summary of the help instruc-
tions, it may be beneficial to automatically return to the help
screen in order to provide the more detailed help instructions
shown therein. In the event to help receipt is a complete copy
of help instructions, it may be beneficial to automatically
return to the home screen, i.e., bypassing the need for the user
to engage a return icon, a cancel icon, a main menu icon or
other feature within the help screen in order to return to the
home screen. Optionally, selection of the print icon may
instigate a number of automated operations, such as automati-
cally returning to the home screen and/or printing of the
receipt, e.g., enabling printing without requiring the user to
navigate away from the help screen or manipulate a print
menu (instant printing). In addition to displaying the help
instructions within the help screen, one non-limiting aspect of
the present invention contemplates enabling printing of the
help receipt in order to provide further user assistance.

While exemplary embodiments are described above, it is
not intended that these embodiments describe all possible
forms of the invention. Rather, the words used in the specifi-
cation are words of description rather than limitation, and it is
understood that various changes may be made without depart-
ing from the spirit and scope of the invention. Additionally,
the features of various implementing embodiments may be
combined to form further embodiments of the invention.

What is claimed is:

1. A safe comprising:

a door operable between an opened position and a closed
position, the door preventing access to an internal stor-
age area when in the closed position and the door per-
mitting access to the internal storage area when in the
opened position;

a lock electronically operable between a locked and an
unlocked position, the lock preventing movement of the
door from the closed position to the opened position
when in the locked position and the lock permitting
movement of the door from the closed position to the
opened position when in the unlocked position;

a printer operable to facilitate printing receipts;

a human-machine-interface (HMI) operable to facilitate
displaying a graphical user interface (GUI), the GUI
operable to facilitate displaying one or more of a plural-
ity of user selectable icons, at least a portion of the
plurality of icons enabling a user to facilitate controlling
one or more safe operating capabilities in response to
corresponding user inputs thereto, the plurality of icons
including:
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i) a door control icon for operating the lock between the
locked and the unlocked positions;

ii) a help icon operable for displaying help instructions
within the HMI sufficient to visually assist a user with
respect to one or more of the safe operating capabilities;

iii) a print icon operable for controlling the printer to print
a help receipt, the help receipt replicating the help
instructions;

a bill validator operable to deliver bank notes to the internal
storage area when the door is in the closed position;

wherein the plurality of icons includes a deposit icon, user
selection of the deposit icon controlling the bill validator
to prepare for receipt and delivery of one or more bank
notes to the internal storage area and for controlling the
GUI to display a deposit screen having deposit instruc-
tions associated with depositing the one or more bank
notes within the internal storage area;

wherein the help icon appears within the deposit screen,
whereupon selection of the help icon causes the GUI to
remove the deposit screen and instead display a help
screen, the help screen displaying the help instructions
such that the help instructions visually instruct the user
with regard to depositing the one or more bank notes;

wherein the print icon appears within the help screen,
whereupon selection of the print icon causes the printer
to print the help receipt;

wherein the help instructions require the user to select a
plurality of buttons from within the deposit screen in a
pre-defined order of steps in order to successfully
deposit the one or more bank notes; and

wherein the deposit screen associated with a first one of the
pre-defined order of steps is automatically displayed
following selection of the print icon from within the help
screen.

2. The safe of claim 1 wherein the helps screen includes an
up icon and a down icon, the up and down icons being suffi-
cient for scrolling through the help instructions, including
scrolling through the help instruction to display at least a
portion of the help instructions not initially displayed within
the help screen.

3. The safe of claim 2 wherein the printer is directed to print
an entirety of the help instructions on the help receipt in
response to selection of the print icon, including the portion of
the help instructions not initially displayed within the help
screen.

4. The safe of claim 3 wherein the printer is directed to print
the help receipt without the GUI displaying a print screen
following user selection of the print icon from within the help
screen.

5. The safe of claim 1 wherein the GUI is configured to
remove the help screen immediately following user selection
of the print icon from within the help screen, whereupon the
deposit screen is immediately re-displayed through the HMI.

6. The safe of claim 1 wherein the GUI is configured to
remove the help screen immediately following user selection
of'the print icon from within the help screen.

7. The safe of claim 1 wherein the GUI is configured to:

display a print screen following selection of the print icon
from within the help screen and prior to printing the help
receipt, the print screen requiring the user to input a print
confirmation before printing the help receipt; and

automatically bypass the help screen and return to the
deposit screen upon receiving the print confirmation,
thereby enabling the user to immediately begin depos-
iting the one or more bank notes without having to close
the help screen.
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8. The safe of claim 1 whereupon selection of the print icon
automatically returns the GUI to the deposit screen without
requiring the user to engage a return icon, a cancel icon, a
main icon or other feature within the help screen, thereby
enabling the user to immediately begin depositing the one or
more bank notes without having to close the help screen.

9. The safe of claim 2 wherein the printer prints the help
receipt to include only the portions of the help instructions
previously displayed using the up or down icons, thereby
limiting the help receipt to include only portions of the help
instructions the user recently navigated to using the up and
down icons.

10. A safe comprising:

a door operable between an opened position and a closed
position, the door preventing access to an internal stor-
age area when in the closed position and the door per-
mitting access to the internal storage area when in the
opened position;

a lock electronically operable between a locked and an
unlocked position, the lock preventing movement of the
door from the closed position to the opened position
when in the locked position and the lock permitting
movement of the door from the closed position to the
opened position when in the unlocked position;

abill validator operable to deliver bank notes to the internal
storage area when the door is in the closed position;

a printer operable to facilitate printing receipts;

a human-machine-interface (HMI) operable to facilitate
displaying a graphical user interface (GUI), the GUI
operable to facilitate displaying a home screen having a
plurality of user selectable icons, one of the plurality of
user selectable icons being a deposit icon, selection of
the deposit icon directing:

1) the bill validator to prepare for depositing one or more
bank notes to the internal storage area, and

ii) the GUI to display a deposit screen having deposit
instructions associated with depositing the one or more
bank notes;

wherein the deposit screen includes a user selectable help
icon, selection of the help icon directing the GUI to
display a help screen having help instructions sufficient
for instructing the user with regard to depositing the one
or more bank notes;

wherein the help screen includes a user selectable print
icon, selection of the print icon directing the printer to
print a help receipt, the help receipt printing a copy of the
help instructions;

wherein the help instructions require the user to select a
plurality of buttons from within the deposit screen and at
least one additional screen in a pre-defined order of steps
in order to successfully deposit the one or more bank
notes; and

wherein the at least one additional screen associated with a
first one of the pre-defined order of steps is automati-
cally displayed following selection of the print icon from
within the help screen.

11. The safe of claim 10 wherein the help screen includes at
least one user selectable navigation icon, selection of one of
the at least one navigation icon directing the GUT to display at
least a portion of the help instructions not initially displayed
within the help screen.

12. The safe of claim 11 wherein the printer is directed to
include all of the help instructions within the help receipt,
including the portion of the help instructions not initially
displayed within the help screen such that each of the
sequence of steps are represented within the help receipt,
thereby enabling the user to deposit the one or more bank
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notes by following the printed help instructions and without
having to take notes or remember long passages of the help
instructions.

13. The safe of claim 10 wherein:

the printer automatically prints the help receipt without

displaying a print screen following user selection of the
print icon from within the help screen.

14. The safe of claim 10 wherein the GUI automatically
displays the deposit screen following selection of the print
icon so as to return the user thereto without having to engage
areturnicon, acancel icon, a main icon or other feature within
the help screen.

15. A computer-readable medium having non-transitory
instructions, operable with a processor, to facilitate control-
ling operations of a safe having a touch-screen and a printer,
the touch-screen being operable to relay user inputs associ-
ated with controlling operations of the safe, the printer being
operable to print receipts, the non-transitory instructions
being sufficient for:

displaying a home screen having a plurality of user select-

able icons selectable to facilitate electronically control-
ling operations of the safe, a first icon of the plurality of
user selectable icons being selectable to control a first
operation of the safe, a second icon of the plurality of
user selectable icons being selectable to control a second
operation of the safe;

displaying a first screen in response to user selection of the

first icon, the first screen displaying first instructions
associated with the first operation;
displaying a second screen in response to user selection of
the second icon, the second screen having second
instructions associated with the second operation;

displaying a help icon within each of the first screen and the
second screen, including displaying a first help screen
following selection of the help icon from the first screen
and displaying a second help screen following selection
of the help icon from the second screen, the first help
screen displaying first instructions associated with the
first operation and the second help screen displaying
second instructions associated with the second opera-
tion;

displaying a print icon within each of the first help screen

and the second help screen;
directing the printer to print a first receipt follow selection
of the print icon from the first help screen and to print a
second receipt following selection of the print icon from
the second help screen, the first receipt including a copy
of the first instructions and the second receipt including
a copy of the second instructions;

wherein the first instructions require the user to select a first
plurality of buttons from within the first screen and at
least one first additional screen in a first pre-defined
order of steps;

wherein the second instructions require the user to select a

second plurality of buttons from within the second
screen and at least one second additional screen in a
second pre-defined order of steps;

wherein the at least one first additional screen associated

with a first one of the first pre-defined order of steps is
automatically displayed following selection of the print
icon from within the first help screen; and

wherein the at least one second additional screen associ-

ated with a first one of the second pre-defined order of
steps is automatically displayed following selection of
the print icon from within the second help screen.

16. The computer-readable medium of claim 15 further
comprising non-transitory instructions sufficient for display-
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ing at least one user selectable navigation icon within the first
help screen, including displaying at least a portion of the help
instructions not initially displayed within the first help screen
following selection of the at least one user selectable naviga-
tion icon.

17. The computer-readable medium of claim 16 further
comprising non-transitory instructions sufficient for directing
the printer to print all of the first instructions within the first
receipt, including the portion of the first instructions not
initially displayed within the first help screen.

18. The computer-readable medium of claim 15 further
comprising non-transitory instructions sufficient for auto-
matically returning to one of the first and second additional
screens following selection of the print icon so as to return the
user thereto without having to engage another icon within the
help screen following selection of the print icon.

#* #* #* #* #*
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